Wall Base

- 3" (76mm) x 4" (101mm) Vent Cove Base
- 1½" (38mm) Min. Expansion Space
- Resilient Underlayment* (Pre-Engineered AacerChannel™ VLP Panel)
- Aacer Maple Flooring MFMA
  2¾ x 2¼ (20mm x 57mm)
- Vapor Barrier

Concrete Fastener

CONCRETE SLAB

Threshold

- ½" (6mm) Aluminum Threshold
- 1½" (38mm) Min. Expansion Space
- Solid Blocking At Doorways & High Load Areas.
- Resilient Underlayment* (Pre-Engineered AacerChannel™ VLP Panel)
- Aacer Maple Flooring MFMA
  2¾ x 2¼ (20mm x 57mm)
- Vapor Barrier

Concrete Fastener

CONCRETE SLAB

Equipment

- Vapor Barrier
- Floor Plate
  1½" (38mm) Min Expansion Space Required At All Insert and Electrical Penetrations
- Pre-Engineered AacerChannel™ VLP Panel
- Resilient Underlayment
- Flush Electrical Box or Scorer's Box
- Flexible Conduit

AacerChannel VLP

<table>
<thead>
<tr>
<th>Resilient Underlayment Options</th>
<th>Pad Description</th>
<th>Profile Height (H*)</th>
</tr>
</thead>
<tbody>
<tr>
<td>---</td>
<td>---</td>
<td>---</td>
</tr>
<tr>
<td>---</td>
<td>⅛&quot; (11mm) EcoOn</td>
<td>⅛&quot; (48mm)</td>
</tr>
<tr>
<td>---</td>
<td>½&quot; Performance Foam Blanket or Strips</td>
<td>⅛&quot; (48mm)</td>
</tr>
<tr>
<td>---</td>
<td>⅛&quot; (12mm) Tri-Power Pad, ASTM Harness 55</td>
<td>⅛&quot; (48mm)</td>
</tr>
</tbody>
</table>

* Refer to key for Underlayment options and system heights