MP Elite™ is a vulcanized rubber tile that is extremely durable, easy to clean and available in ten (10) standard colors. Ideal for ice rinks, weight rooms, exercise areas, multipurpose rooms, gymnasiums, golf facilities, jogging tracks and other high-activity areas.
MP Elite™ is ideal for high traffic fitness areas or wherever a tough, durable, attractive floor is needed. It works well for ice rinks, weight rooms, cardio training and exercise areas.

**COLOR AVAILABILITY**

All color samples may vary slightly due to the nature of natural rubber.

1. Wear Layer Etched Texture  
2. Resilient Underlayer

<table>
<thead>
<tr>
<th>Color</th>
<th>Hex Code</th>
</tr>
</thead>
<tbody>
<tr>
<td>Mid Grey</td>
<td>512</td>
</tr>
<tr>
<td>Red</td>
<td>520</td>
</tr>
<tr>
<td>Black/Tan</td>
<td>530</td>
</tr>
<tr>
<td>Dark Blue</td>
<td>540</td>
</tr>
<tr>
<td>Green</td>
<td>550</td>
</tr>
<tr>
<td>Espresso</td>
<td>562</td>
</tr>
<tr>
<td>Sand</td>
<td>567</td>
</tr>
<tr>
<td>Putty</td>
<td>575</td>
</tr>
<tr>
<td>Plum</td>
<td>590</td>
</tr>
<tr>
<td>Black/Earth</td>
<td>720</td>
</tr>
</tbody>
</table>

**MP Elite™**

MP Elite™ is ideal for high traffic fitness areas or wherever a tough, durable, attractive floor is needed. It works well for ice rinks, weight rooms, cardio training and exercise areas.

**PERSONALIZATION**

Customized logos can be created using water-cut technology.

**Construction**

Virgin rubber top layer with recycled rubber base

**Green Status and LEED Contributors**

- Resource ReUse
- MRC 3.1 & 3.2
- 100% Recyclable

**Installation**

Fully Adhered / Floating / Ashlar Brick Pattern

**Load Management**

Excellent

**Weight**

21 lbs. per tile @ 6mm

**Shore Hardness**

82 top / 75 bottom

**System Type**

Synthetic Tile & Roll

**Thickness**

6mm, 8mm, 10mm

**Tile Size**

39.37" x 39.37" square tile (10.75 sq.ft.)

37.2" x 37.2" interlocking tile (9.6 sq.ft.)

**Roll Size**

6mm = 4’ x 50’
8mm = 4’ x 30’
10mm = 4’ x 30’

**Wear Layer**

2mm

**Critical Radiant Flux**

ASTM E648-03

0.92 watts/cm² Class 1

**Optical Density Smoke**

ASTM E662

<450 PASS